(19) 



Europaisches Patentamt 
European Patent Office 
Office europeen des brevets 



(11) 



EP 1 240 982 A3 



(12) 



EUROPEAN PATENT APPLICATION 



CO 
< 

CM 
CO 

o> 



CM 



(88) 


Date of publication A3: 


(51) lntC!7: B25C 1/00 




05.11.2003 Bulletin 2003/45 






(43) 


Date of publication A2: 








18.09.2002 Bulletin 2002/38 






(21) 


Application number: 02290623.4 






(22) 


Date of filing: 12.03.2002 






(84) 


Designated Contracting States: 


(72) 


Inventor: Wo If berg, Robert L. 




AT BE CH CY DE DK ES Fl FR GB GR IE IT LI LU 




Buffalo Grove, Illinois 60025 (US) 




MCNLPTSETR 








Designated Extension States: 


(74) 


Representative: Bloch, Gerard et al 




AL LT LV MK RO SI 




Cabinet Bloch & Associes 








2, square de I'Avenue du Bols 


(30) 


Priority: 16.03.2001 US 810638 




75116 Paris (FR) 


(71) 


Applicant: ILLINOIS TOOL WORKS INC. 








Glenview, Illinois 60025 (US) 







(54) Selectable trigger 

(57) A trigger assembly (16) for a power fastener 
driving tool having a housing (1 2) a control valve mount- 
ed to the housing and a reciprocating workpiece con- 
tacting element associated with the housing, includes a 
trigger member (18) being pivotally engaged on the 
housing and having a pair of spaced walls (20), an ac- 
tuation lever (34) having a free end and a pivot end (38) 
pivotally engaged on at least one of the walls, the free 
end being constructed and arranged for engaging the 
workpiece contacting element, and a biasing element 
(54) for biasing the lever and the trigger away from the 
valve. At least one of the walls are configured for receiv- 
ing the pivot end and for defining two positions for the 
lever, a first position which places the free end farther 
from the workpiece contacting element, and a second 
position which places the free end closer to the work- 
piece contacting element, and the lever being selective- 
ly positionable in either the first position of the second 
position and being held in the selected position by the 
biasing element. 
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